
SEE SCHED.

S
E

E
 S

C
H

E
D

U
L
E

SEE SCHED.

5" 5"

S
E

E
 S

C
H

E
D

U
L
E

5
"

1
' -

 2
"

2
' -

 8
"

8
"

8" 8"

SEE SCHED.

S
E

E
 S

C
H

E
D

U
L
E

FFGG

SEE SCHED.

2"

SEE
SCHED. 2"

2
"

S
E

E
 S

C
H

E
D

U
L
E

13

H1

J1

S1

2" 2' - 0"

2"

SEE
SCHED. 2"

2

H1H4

J4

H3

2"

F.V.
1' - 6"

2"

SEE SCH. 2"

FIELD VERIFY

5' - 0"

2
"

F
IE

L
D

 V
E

R
IF

Y
2
"

1' - 6"

6
"

2
' -

 5
"

2
"

3
' -

 1
1
"

7

16

T3

M3

S3

J3
M3

31

2
"

2
' -

 5
"

6
"

2
"

S
E

E
 S

C
H

E
D

U
L
E

J1

H2

J2

SEE PLAN

2
"

1/2" 1/2"

SEE PLAN

2
"

1/2" 1/2"

6
"

19

5

1

4

3

2

H1

5

1

4

3

9

J1

13

14

12

17

1

13

14

12

11

24

1

18

6

8

H2

J2

S1 H3

T3

H4

J4

MATCH EXIST. SEE SCH.

4
"

2" 1 5/8"

EXISTING 1'-5" F.V.

MATCH EXIST. SEE SCH.

2" 1 5/8"

2
"

EXISTING 1'-5" F.V.

15

5

31

20

5
20

26

27

25

2528

2" 1 5/8"

F.F.L.

MATCH EXIST. SEE SCH.

25

25

16

32

3
/8

"

30

21

22

MATCH EXIST. SEE SCH.

2
"

2" 1 5/8"

10

23

EXISTING

29

2" 1 5/8"

2
"

22

10

23

16

MATCH EXIST. SEE SCH.

EXISTING

J3

27

25

25

16

30

28

M3 LOADING DOCK
DOOR

LOADING DOCK
DOORS3

23

23

1

1

10

31

4

3

2

S6

22

35

36

FLOOR SLAB

FIN. CEILING

STRUCTURE
ABOVE
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NON-RATED
SMOKE PARTITIONS1.0-N

4 7/8"

Acoustic insulation. R19
minimum.

5/8" type"x" gypsum
board.

5/8" type"x" gypsum
board.

3 5/8" metal studs @ 16"
o.c.

Acoustic sealant /
fire-rated sealant each

side

Acoustic sealant /
fire-rated sealant each

side

Acoustic insulation. R19
minimum.

5/8" type"x" gypsum
board.

6" metal studs @ 16" o.c."

Acoustic sealant

Acoustic sealant

4 1/4"

Air and moisture barrier.

6 5/8"

Acoustic sealant

Acoustic sealant

Acoustic insulation. R19
minimum.

5/8" type"x" gypsum
board.

Air and moisture barrier.

5/8" type"x" gypsum
board.

Inside the area indicated
maintain maximum

amount of ACT ceiling tile
and grid, lighting, air
devices and sprinkler

connections as possible
during construction.

Coordinate exact limit of
demolition in the field with

the COTR. See
Mechanical, Electrical and

Plumbing Plans.

Acoustic insulation. R19
minimum.

Flame-retardant plastic
sheeting sealed to create

negative air pressure
inside work zone

Flame-retardant plastic
sheeting sealed to create

negative air pressure
inside work zone
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DOOR SCHEDULE , WALL TYPES &
DETAILS
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DETAIL NOTES

1 Sealant both sides of frame.  Provide backer rod at all
exterior locations.

2 Metal stud framing.

3 Fiberglass batt insulation.

4 5/8" Type 'X' gypsum board.  See Wall Types.

5 Hollow metal frame.

6 Existing structure to remain. Patch and repair finishes as
required to match existing conditions.

7 For  type of glazing, refer to door schedule.

8 Air space.

9 Double studs at jamb, typ.

10 Shim as required.

11 Steel angle lintel - See detail this sheet. Patch and repair
to match existing conditions as required.

12 Brick veneer.

13 Concrete Block.

14 2" rigid insulation.

15 Repair and finish wall to match existing adjacent
construction.

16 1" insulated tempered glass with low-e coating.

17 1/2" thermal break.

18 Full joint weep/vent @ 24” o.c. horizontal.

19 Hospital stops @ all interior door frames.

20 Field applied stop.

21 Mastic bed

22 Existing structure to remain, protect in place.

23 Hollow metal frame grout full, paint to match existing
conditions. Confirm color selection with COTR.

24 Thru-wall flashing.

25 Existing wall beyond. Protect in place.

26 Hollow metal exterior door, see Door Schedule.

27 For  type of glazing, refer to door schedule.

28 Door jamb beyond.

29 Existing lintel, prep, prime, and paint. Confirm color with
COTR.

30 Hollow metal sidelites paint to finish. Confirm color
selection with COTR.

31 1/4" tempered glass.

32 Provide sealant on both sides of storefront frame.

33 Type "LC" drywall edge trim around entire window opening.

34 Interior non-thermally broken single humg aluminum
window.

35 Existing exterior window frame.

36 New solid surface window stool over 3/4" plywood. Field
veify all dimensions prior to fabrication.

DOOR SCHEDULE

DOOR
#

BETWEEN DOOR DESCRIPTION FRAME DESCRIPTION

FIRE RATING
HDWE
SET REMARKSRM RM TYPE MAT'L

SIZE

TYPE MAT'L HEAD JAMB# W H T

100A 100 100A F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 3

100B 100 100B F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 3

100C 100 100C F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100D 100 100D F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100E 100 100E F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100F 100 100F F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100G 100 100G F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100H 100 100H F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100I 100 100I F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100J 100 100J F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100K 100K 101 F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 4 3/4" Undercut

100L 101 100L F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

100M 100M 101 F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 4 3/4" Undercut

101A 101 G HM 1 3' - 0" 7' - 2" 1 3/4" 3 HM H3 J3 - 1 Top half of transon to have spandrel panel
infill. Bottom half to 1" insulated tempered
glass with low-e coating.

101B 101 101B F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 3 3/4" Undercut

101C 101C 101 F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 3 3/4" Undercut

101E 101D 101E F WD 1 3' - 6" 7' - 0" 1 3/4" 1 HM H1 J1 1 HR. - Fire 3

101F 101D 101F F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

101G 101D 101G F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

101H 101D 101H F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

101I 101D 101I F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

101J 101D 101J F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

101K 101D 101K F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

101L 101D 101L F WD 1 3' - 0" 7' - 0" 1 3/4" 2 HM H1 J1 20 Min. - Smoke 2

101M 101D 101M F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

101P 101D 101P F WD 1 3' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 2

106K 106L 106K FG WD 1 4' - 0" 7' - 0" 1 3/4" 2 HM H1 J1 20 Min. - Smoke 5

106M 106M 106L F WD 1 4' - 0" 7' - 0" 1 3/4" 1 HM H1 J1 20 Min. - Smoke 3

114 114 F HM 2 3' - 6" 8' - 0" 1 3/4" 1 HM H2 J2 - 6

Scale:  1/4" = 1'-0"

DOOR TYPES
Scale:  1/4" = 1'-0"

FRAME TYPES

Scale:  1 1/2" = 1'-0"

DOOR DETAILS

N.T.S.Scale:

WALL TYPES

Scale:  1/4" = 1'-0"

INTERIOR WINDOW
Scale:  1 1/2" = 1'-0"

WINDOW TYPE 1 DETAILS
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